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Legal Considerations
Video and audio surveillance can be regulated by laws that
vary from country to country. Check the laws in your local
region before using this product for surveillance purposes.

Liability
Every care has been taken in the preparation of this
document. Please inform your local Axis office of any
inaccuracies or omissions. Axis Communications AB cannot
be held responsible for any technical or typographical errors
and reserves the right to make changes to the product and
manuals without prior notice. Axis Communications AB
makes no warranty of any kind with regard to the material
contained within this document, including, but not limited
to, the implied warranties of merchantability and fitness for
a particular purpose. Axis Communications AB shall not
be liable nor responsible for incidental or consequential
damages in connection with the furnishing, performance
or use of this material. This product is only to be used for
its intended purpose.

Intellectual Property Rights
Axis AB has intellectual property rights relating to
technology embodied in the product described in this
document. In particular, and without limitation, these
intellectual property rights may include one or more of
the patents listed at www.axis.com/patent.htm and one or
more additional patents or pending patent applications in
the US and other countries.

Equipment Modifications
This equipment must be installed and used in
strict accordance with the instructions given in the
user documentation. This equipment contains no
user-serviceable components. Unauthorized equipment
changes or modifications will invalidate all applicable
regulatory certifications and approvals.

Trademark Acknowledgments
AXIS COMMUNICATIONS, AXIS, ETRAX, ARTPEC and VAPIX
are registered trademarks or trademark applications of Axis
AB in various jurisdictions. All other company names and
products are trademarks or registered trademarks of their
respective companies.

Regulatory Information

Europe This product complies with the applicable
CE marking directives and harmonized standards.
A copy of the original declaration of conformity may be
obtained from Axis Communications AB. See Contact
Information on page 3 .

Electromagnetic Compatibility (EMC)
This equipment has been designed and tested to fulfill
applicable standards for:
• Radio frequency emission when installed according to

the instructions and used in its intended environment.
• Immunity to electrical and electromagnetic phenomena

when installed according to the instructions and used
in its intended environment.

USA
This equipment has been tested and found to comply with
the limits for a Class A digital device, pursuant to part 15
of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference when
the equipment is operated in a commercial environment.
This equipment generates, uses, and can radiate radio
frequency energy and, if not installed and used in
accordance with the instruction manual, may cause harmful

interference to radio communications. Operation of this
equipment in a residential area is likely to cause harmful
interference in which case the user will be required to
correct the interference at his own expense. The product
shall be properly grounded.
Canada
This digital apparatus complies with CAN ICES-3 (Class A).
The product shall be properly grounded. Cet appareil
numérique est conforme à la norme NMB ICES-3 (classe A).
Le produit doit être correctement mis à la terre.
Europe
This digital equipment fulfills the requirements for RF
emission according to the Class A limit of EN 55022. The
product shall be properly grounded. Notice! This is a Class A
product. In a domestic environment this product may cause
RF interference, in which case the user may be required
to take adequate measures.
This product fulfills the requirements for immunity
according to EN 55024 office and commercial environments
Australia/New Zealand
This digital equipment fulfills the requirements for RF
emission according to the Class A limit of AS/NZS CISPR 22.
The product shall be properly grounded. Notice! This is a
Class A product. In a domestic environment this product
may cause RF interference, in which case the user may be
required to take adequate measures.
Japan
この装置は、クラスA情報技術装置です。この装
置を家庭環境で使⽤すると電波妨害を引き起こす
ことがあります。この場合には使⽤者が適切な対
策を講ずるよう要求されることがあります。本製
品は、適切に接地してください。
Korea
이 기기는 업무용(A급) 전자파적합기기로서 판매
자 또는 사용자는 이 점을 주의하시기 바라며, 가
정외의 지역에서 사용하는 것을 목적으로 합니다.
제품은 적합하게 접지 되어야 합니다.

Safety
This product complies with IEC/EN/UL 60950-1, Safety of
Information Technology Equipment.

Disposal and Recycling
When this product has reached the end of its useful life,
dispose of it according to local laws and regulations. For
information about your nearest designated collection point,
contact your local authority responsible for waste disposal.
In accordance with local legislation, penalties may be
applicable for incorrect disposal of this waste.
Europe

This symbol means that the product shall not be
disposed of together with household or commercial waste.
Directive 2012/19/EU on waste electrical and electronic
equipment (WEEE) is applicable in the European Union
member states. To prevent potential harm to human health
and the environment, the product must be disposed of in
an approved and environmentally safe recycling process.
For information about your nearest designated collection
point, contact your local authority responsible for waste
disposal. Businesses should contact the product supplier for
information about how to dispose of this product correctly.
This product complies with the requirements of
Directive 2011/65/EU on the restriction of the use of
certain hazardous substances in electrical and electronic
equipment (RoHS).



China
This product complies with the requirements of the

legislative act Administration on the Control of Pollution
Caused by Electronic Information Products (ACPEIP).

Contact Information
Axis Communications AB
Emdalavägen 14
223 69 Lund
Sweden
Tel: +46 46 272 18 00
Fax: +46 46 13 61 30
www.axis.com

Support
Should you require any technical assistance, please contact
your Axis reseller. If your questions cannot be answered
immediately, your reseller will forward your queries through
the appropriate channels to ensure a rapid response. If you
are connected to the Internet, you can:
• find answers to resolved problems in the FAQ database.

Search by product, category, or phrase
• report problems to Axis support staff by logging in to

your private support area
• chat with Axis support staff
• visit Axis Support at www.axis.com/techsup/

Learn More!
Visit Axis learning center www.axis.com/academy/ for
useful trainings, webinars, tutorials and guides.
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Safety Information

Read through this Installation Guide carefully before installing the product. Keep the Installation
Guide for future reference.

Hazard Levels
DANGER

Indicates a hazardous situation which, if not avoided, will result in death or serious injury.

WARNING
Indicates a hazardous situation which, if not avoided, could result in death or serious injury.

CAUTION
Indicates a hazardous situation which, if not avoided, could result in minor or moderate
injury.

NONONOTICETICETICE
Indicates a situation which, if not avoided, could result in damage to property.

Other Message Levels
Important

Indicates significant information which is essential for the product to function correctly.

Note
Indicates useful information which helps in getting the most out of the product.
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Safety Instructions

NONONOTICETICETICE
• The Axis product shall be used in compliance with local laws and regulations.

• Use only applicable tools when installing the Axis product. Using excessive force with
power tools could cause damage to the product.

• Do not use chemicals, caustic agents, or aerosol cleaners.

• Use a clean cloth dampened with pure water for cleaning.

• Use only accessories that comply with the technical specification of the product. These
can be provided by Axis or a third party.

• Use only spare parts provided by or recommended by Axis.

• Do not attempt to repair the product yourself. Contact Axis support or your Axis reseller
for service matters.

Transportation
NONONOTICETICETICE

• When transporting the Axis product, use the original packaging or equivalent to prevent
damage to the product.
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Install the Hardware

Package Contents
• AXIS T8516 POE+ Network Switch
• Power cable
• Rubber feet (4X)
• Rack mounting kit
• Installation guide

Hardware Overview

1 Bracket
2 LEDs (frontpanel)
3 RJ45 PoE ports 1-16
4 RJ45 port 17-18
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5 SFP slot 17-18
6 Power connector
7 Product label

Mount the product in a rack

1. Attach the mounting brackets to both sides of the chassi. Insert screws and tighten then
with a screwdriver to secure the brackets.

2. Place the product on a rack shelf in the rack. Push it in until the oval holes in the
brackets align with the mounting holes in the rack posts.

3. Attach the brackets to the posts. Insert screws and tighten them.
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Mount the product on a desk or shelf
1. Verify that the workbench is sturdy and reliably grounded.

2. Attach the four adhesive rubber feet to the bottom of the product.

Installation steps
1. Connect a standard network cable to RJ45 port 17 or 18 on the product.
2. Connect the other end of the cable to a computer.
3. Connect the power cord to the product.
4. Connect the other end of the power cord to a standard AC outlet. The System LED lights

up and confirms that the device is powered up successfully.
5. Use AXIS IP Utility or AXIS Camera Management to find the product on your network.
6. Use the username and password on the product label to enter the product.
7. Follow the instructions on the screen.

Important
Use only the supplied power cord to power the product.

Note
For security purposes, it is recommended to change the default password.

Install SFP Modules
You can install or remove a mini-GBIC SFP module from a SFP slot without having to power off the
product. The SFP slots 17-18 are shared with the RJ-45 ports 17-18.
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Important
If a mini-GBIC is installed in slot 17-18, the associated RJ-45 port 17-18 is disabled and
cannot be used. Make sure the network cable is not connected to RJ-45 port 17-18 when
you install or remove a mini-GBIC.

1. Insert the module into the SFP slot.
2. Press firmly to ensure that the module seats into the connector.

Power notice
The product is a power-required device, meaning it will not work until it is powered. Consider using
an UPS (Uninterupted Power Supply) in order to avoid network data loss or network downtime.

Installing a surge suppression device may also help to protect the product from being damaged by
unregulated surge or current to the product or the power cord.

How to use the Mode/Reset button
By pressing theMode/Reset button for certain period of time, users can perform the following tasks.

• Change between port status mode Link/Act/Speed and PoE.
• Reset the product to the previous configuration settings saved.
• Restore the product to the original factory default settings.

Mode/Reset button

Task to be performed Time period of
pressing button

LED Port status LED
behavior

Change port status
mode between
Link/Act/Speed and
PoE

0-2 seconds Green (lit) LED status changes
according to the
selected mode.

Reset the product 2-7 seconds Green (blink) The lights are OFF for
all LEDs

Restore to the original
factory default
settings

7-12 seconds Green (blink) The lights are ON for
all LEDs
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Reference Material

LED Indicators
System LED

LED Color Indication

Green (lit) The switch is powered ON.

N/A The switch is not receiving
power.

System

Red (lit) An abnormal state, such
as exceeding operating
temperature range, has been
detected in the switch.

Mode LED

LED Color Indication

Green (lit) The RJ45/SFP Port Status LEDs
are displaying link status and
network activity of each port,
with connection speed of
1000Mbps.

Link/Act/Speed

Amber (lit) The RJ45/SFP Port Status LEDs
are displaying link status and
network activity of each port,
with connection speed of
10/100Mbps.

PoE Green (lit) The RJ45 Port Status LEDs
are displaying PoE powering
status of each port.

By pressing the Mode/Reset button in less than 2 seconds to change LED modes (Link/Act/Speed
Mode or PoE Mode), users can check the port status by reading the LED behaviors in the tables
below.

Link/Act/Speed Mode LED
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LED Color Indication

Green (lit) The port is enabled and
established a link to connected
device, and the connection
speed is 1000Mbps.

Green (blink) The port is
transmitting/receiving
packets, and the connection
speed is 1000Mbps.

Amber (lit) The port is enabled and
established a link to connected
device, and the connection
speed is 10/100Mbps.

Amber (blink) The port is
transmitting/receiving
packets, and the connection
speed is 10/100Mbps.

RJ45 ports

N/A The port has no active network
cable connected, or it is not
established a link to connected
device. Otherwise, the port
may have been disabled
through the product user
interface.

Green (lit) The port is enabled and
established a link to connected
device, and the connection
speed is 1000Mbps.

Green (blink) The port is
transmitting/receiving
packets, and the connection
speed is 1000Mbps.

Amber (lit) The port is enabled and
established a link to connected
device, and the connection
speed is 100Mbps.

Amber (blink) The port is
transmitting/receiving
packets, and the connection
speed is 100Mbps.

SFP ports
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N/A The port has no active network
cable connected, or it is not
established a link to connected
device. Otherwise, the port
may have been disabled
through the product user
interface.

PoE Mode LED

LED Color Indication

Green (lit) The port is enabled and
supplying power to connected
device.

Amber (lit) An abnormal state, such as
overload status, has been
detected in the product.

RJ45 ports

N/A The port has no active network
cable connected, or it is not
connected a PoE PD device.
Otherwise, the port may have
been disabled through the
product user interface.
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